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ABSTRACT
Many pre-tensioned concrete (PTC) bridges are experiencing premature chloride-induced corrosion. Hence, it
is crucial to estimate their residual service life and update it with newer data on a periodic basis - to plan for
corrosion prevention or control measures and ensure safety of existing bridges. Critical chloride threshold (Cl th)
is one of the parameters necessary to estimate the corrosion initiation period. However, quantitative estimates
on Clth for prestressing (PS) steel are not well-reported in literature. This paper presents experimental data on
the Clth of PS steel, the chloride diffusion coefficient (D cl), and surface chloride concentration (C s) of concrete
samples obtained from a PTC bridge girder in a coastal city in India. For estimation of Cl th, 5 specimens were
cast with PS steel wires embedded in ordinary Portland cement (OPC) mortar containing 30% of Class F fly
ash (similar composition as that of the bridge girder). They were cured for 28 days and then subjected to cyclic
wet-dry exposure using simulated concrete pore solution containing 3.5% sodium chloride. (Linear polarization
resistance (LPR) tests were performed at the end of each exposure cycle, corrosion initiation was detected
using statistical methods, and Cl th was determined). Using the determined Cl th and Dcl, and other relevant
parameters, the cumulative distribution functions of time to corrosion initiation was developed. It was found
that the average time to corrosion initiation was about 40 years, whereas the structure was designed for 120
years. Also, it was estimated that the corrosion products will accumulate within the interstitial space between
the 7 wires in a strand and will not flow through the concrete cover and reach the concrete surface (showing
rust stains) until about 5% of strand is corroded (about 10 years). This indicates a dire need for regular data
collection, updating the residual life estimates, which will help in developing corrosion prevention strategies for
PTC structures.
Keywords: Residual service life; prestressed concrete; corrosion; chloride threshold, diffusion coefficient,
preventive maintenance

chloride concentration at the surface (Cl s), rate of
diffusion of chlorides through the concrete (D Cl), and
the amount of chloride necessary to initiate corrosion
(Clth) are known.

1.0 INTRODUCTION
Many of the existing long span bridges consist of
pre-tensioned concrete (PTC) elements. Typically,
these structures are expected to be serviceable for
100+ years. However, premature corrosion of 7-wire
strands has been observed in some young PTC
bridges, even necessitating the replacement of the
entire superstructure in one of them at just about
40 years of exposure to chloride environments. As
the strands are constantly under tensile stress, the
probability of occurrence of localized/pitting corrosion
is very high. Fig. 1 shows the severely corroded wires
(exhibiting localized corrosion) extracted from a
strand in a 40-year old bridge girder in New Zealand
(NZTA Report 502, 2003). This can lead to serious
consequences – indicating the need for residual life
estimation and corrosion prevention measures.

Fig. 1. Severe localized corrosion on prestressed
wires extracted from about 40-year old Bridge in
New Zealand (NZTA report 502, 2003)

Service life of reinforced concrete structures
comprises of corrosion initiation and corrosion
propagation phases. Corrosion initiation period (T i) is
the time taken for sufficient chloride to build up at the
surface of steel and initiate corrosion. This can be
estimated using Fick’s 2 nd law of diffusion, if the

It is well-reported that in PTC structures, corrosion
induced failures are catastrophic in nature. In other
words, once corrosion gets initiated, it progresses
rapidly with no visible indication and can result in
sudden failure (Lau and Lasa, 2016). Thus, for PTC
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structures, the corrosion initiation period is a safer
measure of service life. Throughout this paper,
‘service life’ denotes the time taken for the initiation of
strand corrosion (Ti).

the need for abolishing the corrective maintenance
approach and implementing preventive maintenance
approach – to extend the residual service life with
minimal economic burden.

Chloride diffusion coefficient (DCl) is a parameter that
can vary with the type/ permeability of concrete used.
Nowadays, concrete of various grades is used to
construct PTC bridges. Generally, a less porous
concrete is expected to have a higher strength as well
as durability. ACI 318 (1995) specifies a minimum
compressive strength limit for different exposure
conditions. However, it is also reported that concrete
mixes with similar compressive strengths need not
have similar permeability properties (Armaghani et
al., 1992). It is therefore advisable to obtain this
parameter from field investigations by testing core
samples obtained from the structure to be assessed.
Also, the data collected from the field specimens will
reflect the realistic behavior of concrete; and hence,
can lead to better residual life estimates.

Table 2. Summary of instances of premature
corrosion in pre-tensioned bridges
Details of the bridge
(Reference)

Tiwai Point Bridge,
New Zealand
(NZTA Report 502,
2003)
Boundary Creek
Bridge, New Zealand
(NZTA Report 502,
2003)
Hamanatua Stream
Bridge, New Zealand
(Bruce et al.,2008)

Corrosion initiation in any steel-binder system is
governed by its Clth. Literature provides sufficient
information on the Clth of conventional reinforcing
bars. However, very limited information is available
on the Clth of prestressing steel strand. Table 1
provides a summary of these reported values and
indicate significant variation (as reported in FHWAHRT-12-067 (2012).

Reference

0.11 to 0.17

Stark (1984)

1.8 to 2.2

Lukas (1985)

1.2 to 1.4

Pfeifer et al. (1987)

0.08

Wang et al (2005)

0.04 to 1.2

Azuma et al. (2007)

0.006 to 0.018

Trejo et al. (2009)

Observation Result of delayed
upon
detection and (the
detailed
age at the time of
investigatio detection)
n
Cracking Upto 60% Decommissioning
estimated (40 years)
section loss
Cracking Localized
wire
breakage

Strand removal
(48 years)

Spalling Upto 10% Significant repair
of cover estimated (38 years)
concrete section loss

A bridge in Gulf of
Corrosion Leakage of Not reported
Mexico
at
chloride(16 years)
(Novokshchenov,1989) expansion laden
joints
moisture
from deck
A box-girder viaduct
(Novokshchenov,
1989)

Table 1. Summary of chloride threshold for
prestressing (PS) steel embedded in OPC systems
(FHWA-HRT-12-067 (2012))
Chloride threshold of PS
steel (%by weight of binder)

Visible
Signs

Corrosion Leakage of Not reported
at
chloride(29 years)
expansion laden
joints
moisture
from deck

Lowe’s Motor
Sudden
Speedway Pedestrian collapse
Bridge, North Carolina
(Sly, 2001)

pre-mixed Human injury
Calcium
(5 years)
Chloride set
accelerator

2.0 RESEARCH SIGNIFICANCE

These values did not consider the effect of stress and
supplementary cementitious materials (SCMs). Also,
to shorten the test duration, some of these tests
employed the use of external voltage application to
accelerate the chloride ingress, which is not
representative of the actual mechanisms. Also, the
effects of chemical composition on the corrosion
resistance of prestressing steel is not well reported.
Polder et al (2012) collected field data and estimated
the huge, anticipated repair work of conventionally
reinforced concrete (CRC) bridges. Similar data on
PTC bridges are not available. However, many
premature failure instances of PTC bridges have
been reported (see Table 2). Unfortunately, many
bridge agencies are still adopting the corrective
maintenance strategies. There is a need to highlight

Many pre-tensioned concrete (PTC) bridges are
relatively young when compared to conventionally
reinforced concrete (CRC) bridges. The number of
cases of corrosion observed on the young PTC
bridges are less than that observed in older CRC
bridges. Hence, there is a general belief that PTC
bridges are more durable. However, more recently
many PTC bridges have started showing signs of
premature corrosion (i.e., much before their target or
design service life). One approach to avoid such
premature corrosion is to conduct frequent field
inspection and testing and implement preventive
maintenance measures. Also, unlike CRC bridges,
PTC bridges may not show any sign of corrosion (like
rust stains) until significant corrosion has occurred.
This paper focusses on these aspects and suggests
a frequency of data collection for updating the
residual service life estimate and implement
preventive maintenance measures on PTC bridges.
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3.0 EXPERIMENTAL WORK
The objective of this study was to estimate the
residual service life (RSL) and develop an inspection
strategy for a PTC bridge in a coastal city in India.
A six-year old PTC bridge girder was chosen. The DCl
and Cls were determined from core samples obtained
from the girder. The Clth was estimated for a similar
prestressing steel-binder system from a laboratory
study based on linear polarization resistance
technique. Then, the cumulative distribution function
of service life of the PTC girder was determined
based on the determined DCl, Cls, Clth, and the Fick’s
2nd law of diffusion. Also, the mechanism of strand
corrosion, difficulties in detecting corrosion initiation
using visual observations, and the importance of
assessment and updating of residual life estimates,
especially for PTC systems are discussed.
3.1

where, D(t) is the chloride diffusion coefficient (DCl) at
time t (here, 6 years), D28 is chloride diffusion
coefficient of concrete at the age of 28 days, to is
equal to 28 days, t is the age of concrete when DCl
was estimated, and m is decay constant. Decay
constant (m) was taken as 0.6 for fly ash-based
concrete (Gettu et al. 2018).
Maximum Surface Chloride Concentration
It is assumed that each concrete can accumulate a
specific maximum concentration of chloride on the
surface, termed as Cmax. In this study, Rapid Migration
test (NORD NT-BUILD 492 (1999)) was performed
and the amount of chlorides accumulated at the
surface (top 5 mm layer) of the specimens at the end
of the test was considered to be the maximum
chloride content (Cmax) that can possibly be available
under normal exposure during service life.
3.2

Estimation of chloride diffusion coefficient

A 6-year-old bridge situated at a coastal city in India
was chosen for the study. The bridge consists of PTC
girders with M60 grade concrete (mix ratio
1:1.13:2.10) of composition as described in Table 2.

Estimation of critical chloride threshold

Lollipop type specimens were used for performing
chloride threshold study (see Fig. 2).

Table 3. Details of concrete used in the bridge
Constituent

Content
3

Cement (Kg/m )

440

Flyash (Kg/m3)

125

20 mm aggregate (Kg/m3)

500

12.5 mm aggregate (Kg/m3)

687

3

Manufactured sand (Kg/m )

640

Water (Kg/m3)

183

Superplasticiser (%)

1.1

Retarder (%)

0.1
Dimensions are in ‘mm’

Diffusion coefficient
At about 6 years after construction, three cylindrical
concrete samples of approximately 90 mm diameter
and 80 mm length were extracted from the PTC
bridge girder located in a coastal city in India.
Following the ASTM C1556 (2016) and SHRP S 330
(1992) procedures, chloride profiles of each
cylindrical specimen were obtained. Using Fick’s
second law of diffusion (Eq. 1), the chloride diffusion
coefficient was determined.
ୱ

ୱ

୧



(1)

where, (x, t) is the chloride concentration measured
at depth, d, from the exposed concrete surface at
exposure period, t; Cs is the surface chloride
concentration; ‘Ci’ is the initial chloride concentration,
Dcl is the chloride diffusion coefficient; and erf() is
error function. DCl was determined as follows.
(2)
ଶ଼



୫

Fig. 2. Details of the lollipop type corrosion test
specimen used in the study
Central king wire (5.28 mm diameter) extracted from
7-wire prestressing strands of nominal diameter
15.2 mm was embedded in a mortar cylinder. The
mortar was made with binder (OPC with 30% Class F
Fly ash). The composition was kept similar to that of
the concrete used in the PTC girder being assessed.
A water:binder:sand ratio of 0.5:1: 2.75 was adopted
for preparing the mortar.The chemical composition of
the PS steel and cements used in the study are
presented in Table 4. It should be noted that the Cu,
Al, Ni, and Cr contents are smaller and the
phosphorous content is larger than that in the
prestressing steel available in the USA (Pillai, 2009).
The specimens were cured for 28 days and then
subjected to cyclic dry-wet exposure (5-day drying
followed by 2-day wetting) using simulated concrete
pore solution (with 0.3 g Ca(OH)2 + 10.4 g NaOH +
23.2 KOH and 967 g H2O per litre of solution)
containing 3.5% NaCl.
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For the electrochemical testing, a 3-electrode system
was used. In this, the embedded PS steel wire was
the working electrode, a cylindrical Nichrome mesh
encapsulating the lollipop specimen was the counter
electrode and saturated calomel electrode was the
reference electrode. The simulated concrete pore
solution containing 3.5% NaCl was used as the
electrolyte. Linear Polarisation Resistance (LPR)
tests were performed after every wet period, using
Solartron 1287potentiostat over a scan range of
±15mV with respect to the open circuit potential, at a
scan rate of 0.1667 mV/s.

120

Element

Oxides

OPC

Class F
Fly ash

Cu

0.02

CaO

64.59

1.28

Co

0.01

SiO2

19.01

59.32

Al

0.04

Al2O3

4.17

29.95

Ni

0.02

Fe2O3

3.89

4.32

Cr

0.27

MgO

0.88

0.61

P

0.06

Na2O

0.16

0.16

Mn

0.83

K2O

0.59

1.44

Si

0.29

TiO2

0.23

-

C

0.84

SO3

1.70

0.16

Fe

Remaining

LOI

1.40

-

M+1.3SD
60

40

-6

p

2 -1

1/R (Ohms.cm ) x 10

M-1.3SD

80

20

0

20

40

60

80

100

120

Exposure period (days)

Fig. 3 Identification of corrosion initiation based on
LPR test results

Cement
Weight
(%)

M+3SD

0

Table 4. Chemical composition of materials used for
Clth determination
Steel

1/Rp

100

4.0 RESULTS AND DISCUSSION

The LPR curve, which is a plot of instantaneous
overvoltage against instantaneous current density,
was generated at the end of every wet period and the
polarisation resistance Rp was determined. A
statistical procedure was followed to detect the
corrosion initiation. For the statistical analysis, the
plot of 1/Rp Vs. duration of exposure was considered.
When five consecutive values of 1/Rp lie within a
boundary of M±1.3SD, the system was considered to
have stabilised (M - mean; SD - standard deviation).
Following this stable state, if two future readings lie
above (M+3SD), corrosion is said to have initiated.
Atypical plot showing the variation in Rp is shown in
Fig. 3.
Upon corrosion initiation, the specimens were split at
the level of steel and the mortar adjacent to the steel
was powdered and collected. The autopsied test
specimen and the sample collection location are
shown in Fig.2. Chloride analysis was done as per the
procedure outlined in SHRP S-330 (1992). The
chloride content (% bwob - percent by weight of
binder) was calculated and defined as the Clth of PS
steel in OPC mortar with 30% Class F Fly ash.

The diffusion coefficient (DCl) and surface chloride
(Cls) concentrations of the 3 core specimens collected
from the 6-year old bridge were determined as
described earlier. The mean DCl was found to be
4.98×10-11 m2/s (51% COV). The maximum surface
chloride concentration was found to be 5.11% by
weight of binder (5% COV). The critical chloride
threshold (Clth) was found to be 0.543% by weight of
binder (16% COV). Assuming normal distribution, the
obtained quantities were used as input for service life
estimation. A schematic of the PTC bridge girder
under study is shown in Fig. 4.The cover depth
provided is 75 mm. A 10% COV was assumed for
cover depth. Using this and the experimental results,
a probabilistic estimate of the service life (defined as
time to corrosion initiation) was obtained based on
Fick’s 2nd law of diffusion.
The cumulative distribution function (CDF) for the
time to corrosion initiation is shown in Fig. . To
illustrate the effect of DCl, CDFs were generated for
cases with DCl, DCl+20%, and DCl20%.The time for
corrosion initiation corresponding to 50% probability
are marked in Fig. . It can be inferred that the average
residual service life of the bridge girder is only 36
years (42 minus 6). For cases with lower and higher
DCl, it is seen that initiation has a 50% chance of
occurrence in 23 and 110 years, respectively. This
indicates that preventive maintenance must be
planned soon (say, every decade), without which,
chlorides might continue to ingress, corrosion might
initiate and propagate insidiously leading to localized
metal loss (as shown in Fig. 1). It is recommended
that for this structure, chloride profiles must be
monitored and preventive measures such as surface
coating could be adopted every 10 years. Also,
cylindrical specimens could be extracted, Dcl be
determined, and the current estimate of residual
service life be updated with newer information.
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Cumulative probability of corrosion initiation

PPC system_ DCl 2.23 x 10-11 m2/s
PPC system_DCl 4.98 x 10-11 m2/s
PPC system_DCl 7.47 x 10-11 m2/s

1.0

Cs~N(0.11, 0.013) %bwob
Cd ~N(75,7.5) mm
Clth~N(0.543,0.087) %bwob

0.8

23 years

0.6

110 years

0.4

42 years

0.2

0.0
0

20

40

60

80

100

120

140

Age of the structure (years)

Fig. 6. Cumulative probability of corrosion initiation

5.0 IMPORTANCE OF UPDATING
RESIDUAL SERVICE LIFE
ESTIMATES
(a) Elevation of the superstructure and substructure
of the PTC girder

(b) Location of prestressing strands in the PTC girder

Fig. 4. Sectional details of the PTC bridge girder
considered

Fig. 5. PS strands extracted from G109 specimens
after cleaning with G1 solution

In PS strands, the corrosion products form and move
to the narrow and long interstitial space between the
seven wires (see Fig. 5). Hence, in PS strands, the
initial corrosion products do not exert pressure onto
the surrounding porous concrete until the interstitial
space is well filled. - unlike the solid rebar. Fig. 5
shows the localized corrosion damage occurred in the
PS strand in a long-term corrosion study using ASTM
G109 (2009) type specimens (Rengaraju et al. 2018).
Although no signs of corrosion was visible at the
surface of the concrete, significant crevice corrosion
was observed on the embedded specimens
(observed after autopsying the specimens and
cleaning as per ASTM G1 procedure (1990). It was
observed that the corrosion products accumulated in
the interstitial space between the seven wires.
Figure 7. shows the cross section of a corroded PS
strand showing corrosion in the interstitial space and
section loss of the outer wires. No signs of visible
corrosion stains were observed at the surface of the
ASTM G109 specimen from which this corroded
strand was extracted.
It is clear that significant corrosion has to occur before
the corrosion products can exert pressure and flow
through the porous concrete cover, and then reach
the surface – manifested by rust stains. Unlike the
case of conventionally reinforced structures, visual
observations will not help in detecting corrosion
damage in a PTC structure, especially at the early
periods of corrosion.
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6.0 SUMMARY AND CONCLUSIONS
This study aimed at estimation of the residual service
life (RSL) of a coastal bridge in India. A six-year old
PTC bridge girder was chosen. D Cl and Cls were
determined from core samples obtained from the
girder. Clth was estimated for a similar steelcementitious system from a laboratory study based
on linear polarization resistance technique. Then, the
RSL of the PTC girder was determined as 42 years
based on Fick’s 2 nd law of diffusion. However, there
are chances of initiation even before 42 years. In that
case, there will be no visual signs of corrosion till the
loss of cross section of around 5%.
Fig. 7. Cross section of PS strand showing section
loss of the outer wire and the at the interstitial
spaces (Adapted from Rengaraju et al. 2017)

The following conclusions are made.
1) Visual observations should not be treated as the
primary corrosion detection method for
pre-tensioned concrete structures.
2) Periodic field inspection and testing (say, at least
10 years) and updating of residual service life
estimates are necessary to assess the condition
of the structures
3) Preventive maintenance should be carried out
based on the updated residual service life
estimate.

At any cross section of a strand, at a given time, only
one outermost wire near the exposed surface is
assumed to corrode, especially at the early stages of
corrosion. Assuming six times volumetric expansion
(from steel to rust), it can be said that the crosssectional area of the corroding sector of the outer wire
is equal to that of one of the six interstitial spaces
between the seven wires. Using this assumption and
Faraday’s Law, the time taken to fill the interstitial
space, T, can be estimated using Faraday’s law as
follows.
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